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Triaxial fabric data sheet

Code # C701XE

Characteristics
Nominal Tolerance
Areal weight (g/m?) 693 + 5%
Construction Triaxial -23/90/+23
Distribution
-23 90 +23

Fiber description Carbon 24K Carbon 24K Carbon 24K
Weight distribution  (g/m?) 229 227 229
Weight rate (%) 33.04 32.75 33.04

Stitching fiber
Stitching thread Low Melt Polyester
Stitch DTex 110
Stitch gauge (99) 6
Stitch type Tricot
Stitch weight (g/m?) 8

|H&I|Rli|2|l|‘!'J!]Illul“|!5}1[l!l[ll!]!ilg]i“[l[l]l{ I]l!ll]}!]{ili‘ilii1,‘1![;jl{5liiljii}!“{i:flii]igtl;l!l[!!l}
cm 5 6 7 8 9

1 2 3 cm 4 5 6 ¥ 8 9

bbbyl

‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘

.....
.......
............
.........
........
““““““““““““

rrrrrrr

.......

-------

::::::

FRONT BACK

Note: Technical information furnished is based on current knowledge and believed to be correct. No warranties of
any kind are made. All risk and liabilities arising from handling, storage and use of products, as well as compliance
with applicable legal restrictions, rests with the user.
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